WIERTNICE POZIOME STEROWANE

BEZWYKOPOWA TECHNIKA WYKONYWANIA RUROCIAGOW
WIERTNICAMI POZIOMYMI STEROWANYMI.

Wiertnice poziome sterowane typu WPS przeznaczone sg do wykonywania przewiertéw pod drogami, nasypami
kolejowymi lub innymi budowlami z mozliwoscig precyzyjnego sterowania kierunkiem wiercenia. Maja
zastosowanie przy wykonywaniu rurociggéw kanalizacyjnych oraz przytaczy w zakresie srednic od 100 mm
do 1400 mm i dtugosci do 70 m. Wiercenie wiertnicami sterowanymi odbywa sie w pierwszej fazie za pomoca zer-
dzi pilotowej sterowanej teleoptycznie, a nastepnie poprzez wiercenie slimakiem z przeciskaniem rury ostonowej.
Produkowanych jest 8 typéw wiertnic poziomych sterowanych:

WPS-40, WPS-50S, WPS-50, WPS-60, WPS-80, WPS-80S, WPS-100, WPS-140.

STEERABLE HORIZONTAL DRILL RIGS

NO-DIG TECHNOLOGY OF PREPARING PIPELINES USING STEERABLE
HORIZONTAL DRILL RIGS

The WPS steerable drill rigs provide high precision guidance and are used to bore holes under roads, railway
embankments, and other constructions. They can be applied to install pipework and connections with an OD
from 100 mm to 1400 mm, and the total length of up to 70 m. Drilling is at the first stage steered teleoptically
by means of a pilot tube, and after that by pushing in an auger and pipe casings.

Eight types of steerable horizontal drill rigs are produced:
WPS-40, WPS-50S, WPS-50, WPS-60, \WWPS-80, WPS-80S, WPS-100, WPS-140.
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DANE TECHNICZNE WIERTNIC STEROWANYCH
STEERABLE DRILL RIGS - TECHNICAL DATA

Parametry Jedn. Typ wiertnicy - Type of rig
Parameters Units WPS-40 WPS-50 WPS-50S WPS-60 WPS-80 WPS-80S WPS-100 WPS-140
Tzhi‘izgge"ggspﬁfa’:gggi;gf mm | 150+420 | 200:510 | 200510 | 200+610 | 200 +820 200 = 820 200 + 1020 400 + 1450
e SJ&%?ﬂfilﬁnf;eWiert“ o 40 55 55 55 65 6 70 70
Sita weiskajaca W 530 680 680 860 1400 1400 1700 3400
Pressing force
Moment obrotowy KNm 6 14 14 16 24 18 24 40
Torque
Dtugos¢ weiskanych rur . Y . . Y e
The ength of the pushed pipes m 1,23 1,23 1 1,23 1,23 1 1,23 246
Feleqptyczna A ;:lrzg‘}g;;n;m A ;:I:J;%,;gn;m ltelegptyana _telegptyczna ltelef)ptyczna ltelef)ptyana ltelef)ptyczna
Metoda sterowania +zerdz 288 mm lub 114 mm lub 114 mm +zerdz @114mm|  +zerdz G114 mm +zerdz S114mm +zerdz @114 mm +zerdz S114 mm
Control method — tele-optical tele-optical g onti g " g
s, | oigmm | coigmm| S | e | gt | ot | e
or @114 mm or @114 mm
dla srednicy Slimaki Slimaki Slimaki Slimaki Slimaki Slimaki Slimaki Slimaki
M.EtOda. for diameter <500 mm augers augers augers augers augers augers augers augers
wiercenia poszerzacz z napedem | poszerzacz z napedem [poszerzacz z napedem | poszerzacz z napedem
The method | dla $rednicy 500 o momencie 16 kNm | o momencie 16 kNm | o momencie 16 kNm | o momencie 16 kNm
of drilling for diameter 2 i expander with a drive | expander with a drive expander with a drive | expander with a drive
with 16kNm with 16kNm with 16kNm with 16kNm
Zelecana diugosc Simake | Ekat mim | Us=51 | 1/s=65 | Vs=65 | 1s=65 | 1/s=104 Us=85 | Us=104 | 2s=104
. ; 5 2700 x 1800 | 2700 x 2100 3200 x 2300 6200 x 3500
Minimalne wymiary komér roboczych | - | 2500x 1500 | 27001800 | @200 | ‘darwui=1 | “hib@ 500 @ 2500 dannut=1 | danni=2
Minimum dimensions of the working chambers for pipes L=1 or & 2500 for pipes L=1 for pipes L=2
Masa aigho[gs‘f‘c";ltt'gwnp°d5t' kg 1000 1200 1350 2750 6000 11000
wiertnicy -
Rig weight fgglfow'ta kg 1400 1900 1100 2000 4000 2900 8200 18000
Zapotrzebowanie 2}%’(}” dm,;’gi”- 70/20 120/18 120/18 180/20 220/ 20 220/ 20 220/ 20 300/20
oleju hydraulicznego o
Hydraulic oil required egguw de’P";'”- 25/28 40/28 40/22 50/28 75/28 75/28 75/28 100/28
Lk o agregatu kw 35 60 60 80 90 90 130 130
Zalecany agregat typ AH-80 AH-100 AH-100 AH-120 AH-120 AH-140
i reommeted it wee | AH-40 AH-80 AH-80 | AH-100 AH-140 AH-120 AH-140 AH-160

DANE TECHNICZNE AGREGATOW ZASILAJACYCH

TR | k] o | e | Masa
Podwozie - chassis EJ%%&Q? hyliifrfaiﬂﬁ::1 ?)yu?nps Pressure wli?gi}n
e [P BHEEe] y | gwomin. | o | s
AH-40 AH-40P 30 58 + 25 20/28 650
AH-80 AH-80P 50 100 + 30 20/28 1300
AH-100 AH-100P 73 135 +45 20/28 1600
AH-120 90 180 + 90 20/28 2300
AH-140 123 250 + 100 20/28 2500
AH-160 195 150 + 150 +130 (20/20/28 | 3000

POWER PACK - TECHNICAL DATA

AH-100P
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DANE WYMIAROWE WIERTNIC STEROWANYCH
STEERABLE DRILL RIGS DIMENSIONS

WPS-50S
WPS-80S
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(dorurL=2m) (for2 mlong pipes)
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